COMPLETE   SPECIFICATIONS.
13.    Eight stones,  2 feet o inches by 15 inches by 18 inches,   and ten  stones, 2 feet o inches by 14 inches by 15 inches;  shall  be furnished and set as directed, to be used as bed stones for roof trusses; said stones shall be of granite, sound in all respects, top and bottom beds dressed true and level.
14.    Window sills,   sill  courses,   belt course, coping,   pediments,   range  work around  door and window openings, and all cut stone work above the water table,   shall   be of Lake Superior red sandstone ;  fine Crandall finish, laid with equal and even ^-inch joints in full  beds  of  mortar.    All joints shall be without chipping and beds of  stone level and perfect.    Spalls shall not be  used in leveling any portion of the work.    Window sills shall be cut with drips and seats, the seats not being cut to exact size until after the frames are set.
15.    All the sand stone work shall be cut and set in the very best manner, and the whole cleaned down perfectly, and pointed with red pointing mortar, with concave joints,   and backed up as soon as set.
16.    The stone must be perfect in all respects, even color, free from all defects or pockets.
17.    In cleaning down the work, care must be taken that the joints are rubbed to a level surface.
18.     The stone bed course for the track of the crane shall be made of lime stone from approved quarries, dressed smooth on top bed, bush-hammered on face,   and   with  true   and  parallel   beds.    This course shall extend the entire length of the building on each side, and  it shall be   14 inches wide and 8 inches high, set in a swimming bed of cement mortar.    When set same must be leveled perfectly, the entire length of the building, taking each side out of wind with the other.    Special  care  must  be  exercised in cutting and setting this course.    See   detail sheet No. 20.
BRICK WORK.                            >
19.    All the exterior faces of the walls, jambs, etc., shall be executed with even-colored  dark red and hard brick. All other portions of the brick work executed with strictly red and hard quality.    Light red brick shall not be used   in any portion of  the building,  nor   will   salmon   or  defective   brick   be allowed in any part of the walls or on the premises.